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using a turning radius of 24.00 feet and
based on stalls 9.00 feet wide 18.00 feet long

(1) (2) (3) (4) (5) (6) (7)

Angle to 
Curb
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perpendicular 

to aisle

Minimum 
Aisle 
Width

Stall plus 
Aisle

Stall Width 
parallel to 

aisle Offset
2 stalls 

plus Aisle
Line 

Length
degrees feet feet feet feet feet feet feet

30 16.79 12.00 28.79 18.00 29.09 45.59 33.59
35 17.70 12.00 29.70 15.69 25.27 47.39 30.85
40 18.46 12.00 30.46 14.00 22.01 48.93 28.73
45 19.09 12.00 31.09 12.73 19.09 50.18 27.00
50 19.57 12.00 31.57 11.75 16.42 51.15 25.55
55 19.91 12.00 31.91 10.99 13.94 51.81 24.30
57 20.00 12.00 32.00 10.73 12.99 52.00 23.84
60 20.09 12.00 32.09 10.39 11.60 52.18 23.20
65 20.12 13.86 33.97 9.93 9.38 54.09 22.20
70 19.99 15.79 35.78 9.58 7.28 55.78 21.28
75 19.72 17.79 37.50 9.32 5.28 57.22 20.41
80 19.29 19.83 39.12 9.14 3.40 58.41 19.59
85 18.72 21.91 40.62 9.03 1.64 59.34 18.79
90 18.00 24.00 42.00 9.00 0.00 60.00 18.00

Sketch showing Locations of Parking Dimensions
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Minumum Aisle Width = 12.00 feet for one-way 
traffic, 24.00 feet for two-way traffic

Minimum Aisle Width = 12.00 feet for one-way 
traffic,  24.00 feet for two-way traffic
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